


Money-saving, No Installation
All-in-one Classroom Audio System

The REDCAT and REDMIKE combination delivers clear audio, excellent sound distribution and high speech
intelligibility. This affordable, revolutionary system allows schools to eliminate installation and minimize costs.

True Classroom Speaker Innovation

NXT speaker technology has proven to be the perfect solution for today’s classrooms. In partnership with NXT,
LightSPEED has developed classroom audio systems that deliver an unparalled sound experience for teachers
and their students.
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NXT technolgy uses the entire flat panel surface to emit audio in all
directions, creating excellent sound distribution from a single speaker

BC 604.513.9125 Standard carrier frequencies (IR) 2.06 / 2.54 MHz

Edmonton 780.436.4197 Power Output 20W
@ Calgary 403.250.3144 'is preCiSion Total Harmonic Distortion (THD) <1% @ 1Khz

SK/MB 1.800.663.6213 MEDIA GROUP Signal-to-Noise Ratio >77 dB

Ontario 416.253.1889 amplifier frequency response 120 Hz - 13 KHz

2 audio inputs (Stereo RCA + 3.5mm)
ALD output (with volume control) One (1) 3.5mm

visit us online at www.pmgonline.ca Dimensions (W x D x H) 22.5” x 3" x 14”

Eastern Canada 1.866.492.1889




Lightspeed Redcat

Lightspeed iR media connector
Lightspeed 850 iR installed sound system
Lightspeed Delta X6

Lightspeed Delta X10

Mimio interactive arm

Mimio pad

Sanyo PLC-XL50 projector

Sanyo PLC-XW200 projector

Epson 410W projector
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Epson DC10s document camera
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Elmo TT02rx document camera
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Extron MLC 52 RS classroom controller
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Da-lite Picture King screen
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Da-lite Model B screen
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Califone Pi30PS Powered speaker
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Califone 2455AV multimedia player / listening center
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Califone PA-15 megaphone
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Pelican 2480 ELS emergency lighting station
Buhl PLC3244E flat panel AV cart
Luxor LT45 Laptop workstation
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Da-lite CT-LS20 laptop storage cart
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Newtek Tricaster Pro video production suite

We first opened our doors in 1984 under the name Precision Sound and our main product was
audio cassette tape. As the recording industry and music products transitioned to digital formats,
We were there all along, supplying studios with tape, and independant musicians with CDs. Over
the years, as new technologies have exploded into the marketplace, we've continued to grow our
vendor relationships and increase our products and service offering. Precision Media Group is

now one of the most experienced suppliers of multimedia products in all of Canada.

In recent years we have increased our presence as a technology supplier to schools (both K-12
and post secondary) universities as well as churches and the corporate community.

We have office / warehouse locations across the country, and a network of agents in their own
communities working on our behalf.
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Integrate and Amplify all your Classroom
Multimedia Sources with Ease

The iR MEDIA CONNECTOR from LightSPEED Technologies is a
cost-saving, no installation solution. You can connect computers,
DVD players, MP3 players, etc. to this compact device which
transmits the signal wirelessly to your LightSPEED audio system.
Simply place the unit near your other audio sources for a quick
connect solution. Running wires and cables around the room is no
longer necessary. Whatever multimedia sound source you choose
will be heard clearly throughout the learning environment.

Designed to work flawlessly
with all other LightSPEED
infrared classroom

audio systems.

REDCAT
FEATURES: 880iR

wireless transmission of up to 3 audio sources 850iR

, ) ) 820iR
simple integration of classroom technology

power from computer USB or AC wall outlet Contact us to learn more.

eliminate costly and time consuming wire runs for integration

compatible with all LightSPEED infrared classroom audio systems

S |ightspeed

carrier frequencies: 2.54 MHz and 3.7 MHz
frequency response: 80 Hz to 10 kHz +_ 3 dB

BC 604.513.9125 signal to noise ration: >70 dB

Edmonton 780.436.4197 R
~ A= audio inputs: three 3.5mm stereo jack
@ Calgary 403.250.3144 '.s preC|S|On

MEDIA GROUP DC power input: 5V / 1.0 amp, 0.65mm coaxial barrel

SK/MB 1.800.663.6213
Ontario 416.253.1889
Eastern Canada 1.866.492.1889

power jack

USB power: 5 V mini-B USB connector
mounting: wall or table top

dimensions (L x W x H): 4.25” x 3.375” x 4”)

visit us online at www.pmgonline.ca



Teacher-friendly Design

The 850iR by LightSPEED is designed to work in concert with existing multimedia sources while maintaining
straightforward, easy operation for the teacher. The back panel features a variety of inputs, outputs and
fine-tuning controls for easy integration. includes 3 stereo audio inputs with volume control, PageFirst
technology — emergency page priority (add-on) and 2 audio outputs for assistive listening and recording.

Single Speaker Solutions

Lightspeed's flat-panel speakers produce a wide
dispersion of sound, resulting in excellent distribution
throughout the entire classroom from a single speaker.

Installation is simple. Ask us for details.
-

MCQ: Multimedia Ceiling Speaker
NXQ: Flat-panel Wall Speaker

Power Output: 12 W per Channel x4 (48 W Total)
Frequency Response: 40 Hz — 20 kHz
Signal-to-Noise Ratio: > 73dB

Image and Spurious Rejection: > 70dB

Total Harmonic Distortion: < 1% @ 10 W

Equalizer: 8-band Graphic EQ

Audio Inputs: (3) Stereo (Dual RCA x 2; 3.5mm x1)

IR Wireless Microphone Input: (1) 1/4" / 6.35mm
Audio Outputs w/ volume control: (2) 3.5mm on Back Panel
Speaker Outputs: (4) Binding Post Connectors
Speaker On/Off Switches: (4) on Back Panel
Speaker Volume Controls: No

Transmitter Charging: (2) on Back Panel

Reception Coverage: Rooms up to 1600 ft2 / 150 m2
(ceilings 12 ft /3.66 m or less)

Cable: 50 ft / 15.24 m, 75 ohm plenum-rated coax
Mounting: Ceiling Clip/Wall Bracket

Dimensions (W x D x H): 17.3” x 8.5” x 1.75”

Weight: 7 Ibs

5-year warranty (1-year on batteries)
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FEATURES:
Infrared wireless technology
Multiple microphone options

Multiple speaker choices deliver optimal sound
in all rooms

Four speaker outputs with on/off switches
PageFirst™ Technology

Three (3) stereo audio inputs with volume control
(Computer, DVD/VCR, MP3, etc.)

IR wireless microphone input to add 2 addtional
channels in a room (4 total)

Two (2) auxiliary outputs with volume (sends audio to
personal FM system & recorder)

Two iR sensor inputs, ability to power up to 6 sensors
for larger or odd-shaped rooms

Microphone Options

The new REDMIKE™ is a pendant-style wireless microphone that can
be worn comfortably around the teacher’s neck or used as hand-held
for student use. The 850iR is equipped with two independent channels
allowing the use of two microphones simultaneously. Each system
includes a single REDMIKE classroom microphone. (Now available
with volume control.)

BC 604.513.9125

Edmonton 780.436.4197
Calgary 403.250.3144

SK/MB 1.800.663.6213
Ontario 416.253.1889

Eastern Canada 1.866.492.1889
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Transportable Public Address System

Designed for gymnasiums, cafeterias, auditoriums and other school
meeting areas, the Delta X6 covers large rooms with crystal-clear
sound. Up to two UHF wireless microphones are available and the
“Clear Channel Scan” feature ensures interference free operation.
The Delta X6 is AC powered, comes with a padded carrying case
and can be set up in minutes.

FEATURES:

lightweight & durable injection molded construction

6.5-inch full range speaker . ™
input for CD, mp3 or other audio sources C) |_|q htspeed
Integrated UHF wireless microphone

100 channels ensure use anywhere

six year warranty

CALL FOR PRICING

Nominal SPL (1 W/1 M): 89dB
RMS Power: 30W @ 20hms
Frequency response: 90Hz - 18kHz

BC 604.513.9125
Speaker System: Full-range

Edmonton 780.436.4197 ~ Driver: 6.5-inch 4 Oh
= - river: 6.9-INCi m
. . Y
@ C/algary 403.250.3144 '.A‘ erEeDICA:!}SR(IDQPn Mic inputs: (1) Unbalanced 1/4”
SK/MB 1.800.663.6213 Wireless Mics: Up to (2) 100 Ch. UHF

Ontario 416.253.1889 Dimensions (H x W x D): 9.75” x 12.5” X 6.25”
Eastern Canada 1.866.492.1889 Weight: 7.2 Ibs.

AC power: 110v AC to 12v DC 2.0A

visit us online at www.pmgonline.ca






































































